Amendments to the Specification 

Minor typographical errors were found in the English 
translation (Substitute Specification) of the application as 
filed herein on May 25, 2006. Therefore, the following 
amendments to the specification are respectfully requested: 

On page 5, please amend the first full paragraph as follows: 

In this general formula, R represents a hydrogen atom or a methyl group, the number of 
carbons n of the alkylene group (methylene group) is an integer from 1 to 10, and the number of 
caprolactone repetitive units m is an integer from 1 to 25. 

On page 6, please amend the second full paragraph as follows: 

In addition to the aforementioned essential components, monomers having a cyclic 
backbone, other monomers as well as polymerization initiators, polymerization solvents and so 
forth are blended into the monomer mixture. Monomers having a cyclic backbone are blended to 
enhance scratch resistance of the coated film and improve the appearance thereof, and specific 
examples of monomers having a cyclic backbone used include cy clohex yl (meth) a crylate and 
styrcnc. Monomers having a cyclic backbone are preferably contained at 10% by mass or less in 
the monomer mixture to enhance scratch resistance of the coated film and im prove the 
ap pearance thereof . If the blended proportion of the monomer exceeds 10% by mass, the scratch 
resistance of the coated film decreases and the appearance of the coated film is easily impaired. 


CONDA. 00033 


Page 2 of 3 


Preliminary Amendment 


